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NOTES

1. IN-WATER FILL BE PLACED OVER RE GRA AREA SHOWN ON

|

CONTOURS WITHIN THE CITY SHIP CANAL PRIOR TO GRADING FOR GRAVEL

SPAWNING BEDS. A\

2. ORDETAILSON THE VARIOUS PLANTING TYF SAV & EVY S 0T REFER
TO SPECIFICATION FOR PLANT PREPARATION AND PLANTING EXECUTION. THE
UPLAND LIMIT OF THE EV PLANTINGS IS AT ELEVATION 571'. FIELD VERIFY THE
571' ELEVATION.

3. LOCATION AND GRADING FOR GRAVEL SPAWNING BEDS MAY VARY WITHIN THE
LIMITS SHOWN AS APPROVED BY THE OWNER'S REPRESENTATIVE.

3.1. PROVIDE A TOTAL COVERAGE AREA NO LESS THAN 7,000 SQUARE FEET
DIVIDED BETWEEN FOUR (4) ISOLATED AREAS RANGING FROM 2,500 TO
1,000 SQUARE FEET EACH.

4. EXISTING OUTFALLS TO REMAIN INTACT AND FUNCTIONAL. SEE C-19 FOR
QUTFALL SCOUR PROTECTION TO BE INSTALLED.
DREDGING TO OCCUR BY OTHERS WITHIN FOOTPRINT SHOWN PRIOR TO
COMPLETION OF CAP. CONTRACTOR SHALL COORDINATE CAP CONSTRUCTION
SUCH THAT DREDGING DOES NOT DESTABILIZE PRIOR PLACED CAP
MATERIALS.
FOLLOWING DREDGING, CONTRACTOR SHALL COMPLETE FULL CAP THICKNESS

UP TO TOP OF DREDGE DAYLIGHT LINE, THEN SLOPE FILL AT NATURAL ANGLE
OF REPOSE (MINIMUM 3H:1V) DOWN TO POST-DREDGE SURFACE.

EXISTING CONDITIONS BATHYMETRY CONTOURS SHOWN ARE PRIOR TO
DREDGING OPERATIONS IN DMU 100. PROPOSED POST-DREDGE SURFACE IS
ILLUSTRATED ON SECTION H-H' ON DRAWING C-10. A

— —
g SN @
Tt S et —— = —— —_—— __— — "’. OUTFALLS
S Rt & S AL RS IO s e © o R === o e POOSIIOOOe®
3 S MYN Y RO Xg‘:‘z‘z,z’@3&&@.’.‘,‘.‘.&%&%{,‘0&0‘0‘0&0‘ OUTFALL ID | RIPRAP WIDTH (INCHES)
I RS 9. 0.9.9.0.90.9.9.9.0.0.9.9.0.0.0.0.9.9,
! Y 000 0 202020 0020200 202020 20202 OF-10 72
5 . : 000
! ' e 30 0000000202020 2020202202020~ OF-11 72
| | D === P A o o
| ‘ 7 __‘____ T == — —
N (X X e R e - —— — w >
- o 2| =8
n GRAVEL SPAWN|NG I(D:glRB%U_PI_IYNPE SET (3 % IT IS A VIOLATION OF NEW YORK STATE EDUCATION g ghi
ANCHOREET[\)(EOZ(())'I'ngégS) BEDS, SEE NOTE 3 L 00S ) : OUTFALL OF-10 0 100 200 INCONSISTENT WITH SECTION 7703 OF SAID LAW. ol 9 é
: : : e — 23
HABITAT RESTORATION PLAN SCALEINFEET =3
REVISIONS
ANCHOR QEA ENG I N EERI NG, PLLC REV | DATE BY [APP'D DESCRIPTION DESIGNED BY: M. REEMTS/J. GAFFNEY BU FFALO RIVER AOC CAPPING AN D HABITAT C 09
ANCHOR 290 ELWOOD DAVI S ROAD A 9/24/2014| CAH | JPD ADDITION OF DMU 100 AND CAP MODIFICATION DRAWN BY: C. HEWETT RESTORATION -
CHECKED BY: S. BAGNULL
QEA | & & &g LIVERPOOL’ NY 13088 APPROVED BY: P. DOODY
A" DATE: SEPTEMBER 2014 HABITAT RESTORATION PLAN VIEW -
CLIENT: HONEYWELL INTERNATIONAL CITY SHIP CANAL seernodz - or23




K:\Projects\0287-Honeywell International Inc\Buffalo River Site Strategy & Eng Sup\0287-RP-028 (CSC - Extended SAV_For Export).dwg C-10

Sep 24, 2014 4:46pm chewett

D) E E'
600 600 600 600
EXISTING GRADE L\ crAVEL sHAWNING BHD - SAV ZONE EXISTING GRADE _
EV ZONE7 C-20 \ _— EVZONE \ EV ZONE N . EV ZONE
= SAV ZONE| |=— =\ \ = |ISAV ZONE |f=— —= SAV|ZONE |-= -
580 580 580 580
— -
m _ _ v \ \ m ul o B v/ _ _ _
LL ~< P A —_ s = N LL j\_ ........... D _ ] — ] —
pd \\\ _ _ — pd \\\ _______7/7/—
E S / E N P
560 T— 560 560 = el 560
o == o e e =
= AN = N T -
< <
> >
W W
L w \
520 520 520 520
20 40 60 80 100 120 140 160 180 200 220 240 260 280 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280
HORIZONTAL DISTANCE IN FEET HORIZONTAL DISTANCE IN FEET
/ D\ SECTION D-D' /E"\ SECTION E-E'
C-09 C-09
F' G G'
600 600 600 600
EXISTING GRADE — EXISTING GRADE
/7_ EV ZONE EV ZONE — /7 EV ZONE /7 EV|ZONE
— SAV ZONE — - — — SAV ZONE — -
580 580 580 580
- —
m _ _ v _ _ T _ v _
LL N e s —_— s — . ? e e LL ~7 e —_— ? 4 . .. /'/—
Z ~ __ Y g I — Z
o 560 N 560 O 560 \ 560
= =
< < ,
> > 55" THICK CAP
i \ w
- 5.5' THICK m
540 CAP 540 540 540
520 520 520 520
20 40 60 80 100 120 140 160 180 200 220 240 260 280 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280
HORIZONTAL DISTANCE IN FEET HORIZONTAL DISTANCE IN FEET
/F\ SECTION F-F' / G\ SECTION G-G'
C-09 C-09
H H'
600 600
LEGEND:
580 580
- EXISTING MUDLINE
i _ _ 4 _ _ _Y _ _ _ _ 4 _ _
I = Y AVERAGE WSEL (571')
p AREA TO BE DREDGED PRIOR TO CAPPING OPERATIONS
CZ) T 1 S B 1 S B e s Ao ——————— 560 FINISHED SUBGRADE
- EXISTING GRADE MINIMUM 3H:1V SLOPE — AT 7
< / \//// — ... —— EV ZONE LOWER ELEVATION LIMIT (569
i - " s
L K 55" THICK CAP - - SAV ZONE LOWER ELEVATION LIMIT (565")
540 \ 540
— POST-DREDGE SURFACE | | e CAP SURFACE
POST-DREDGE SURFACE A\
520 520 | | LIMIT OF CAP PLACEMENT w >
0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 (Z) %
HORIZONTAL DISTANCE IN FEET | | ADDITIONAL IN-WATER FILL FOR HABITAT 'c_) E
RESTORATION 5| £8
Z - O
/H\ SECTION H-H' w | ¥
[V
IT IS A VIOLATION OF NEW YORK STATE EDUCATION C-09 0 20 40 © - 5
LAW TO ALTER THIS DOCUMENT BY MEANS e e — 50
INCONSISTENT WITH SECTION 7209 OF SAID LAW. A SCALE IN FEET t z
<z
REVISIONS
ANCHOR QEA ENG|NEER|NG, PLLC REV| DATE | BY |APPD DESCRIPTION DESIGNED BY: M. REEMTS/J. GAFFNEY BUFFALO RIVER AOC CAPPING AND HABITAT C 1 O
ANCHOR 290 ELWOOD DAV| S ROAD A 9/24/2014 | CAH | JPD ADDITION OF DMU 100 AND CAP MODIFICATION DRAWN BY: C. HEWETT RESTO RAT'ON -
CHECKED BY: S. BAGNULL
QE A F - a5 & 4 LIVERPOOL’ NY 13088 APPROVED BY: P. DOODY
| & &5 & 4 DATE: SEPTEMBER 2014
s CROSS-SECTIONS - CITY SHIP CANAL o3 or23

CLIENT: HONEYWELL INTERNATIONAL




